V:\Dwgs\Standard Details 2024\E-107.1- E-107.2-E-107.3 Metering Details.dwg May 27 , 2025 - 11:18am, (Idennis)

METER STACK
i ' 1 e Ug U O
U] - = ||
[ e 0@ Ue 0
= = =4 u
em| L & U
] | _ . .
© o | 1= U= U= Ue
MAX | OFMETER [ | | | L al
=1 = —
36" A I
MIN
SEE = g =
EXPANSION
FITTING =i m
DETAIL —! ]
FINISHED
FINISHED GRADE
GRADE 1
N G N N N N
\ Z\ % S
% A Vo
S METER INSTALLATION FRONT VIEW
NOT TO SCALE
42"
MIN
TOP OF | [TOP OF FOOTING
=
METER INSTALLATION SIDE VIEW e
NOT TO SCALE CONDUIT REQUIREMENTS
SERVICE SIZE | CONDUIT SIZE [ QUANTITY
USHING A00 T :
OCKNUT 600A 4" 2
800A 4 2
MALE TERMINAL ADAPTER 2200A - .
EXPANSION FITTING 1600A g 4
CARLON E945 SERIES OR 2000A G 6
APPROVED EQUAL
[ NOTES
| SCH40 PVC 1. SEE STANDARD DETAIL E-100.1.2 FOR
CONDUIT CONDUIT SPECIFICATIONS.

EXPANSION FITTING DETAIL

NOT TO SCALE

2. METERING AND EQUIPMENT SHALL BE
INSTALLED ON EXTERIOR OF BUILDING.

3. EACH METER MUST HAVE A PERMANANT
LABEL DESIGNATING UNIT BEFORE METER
CAN BE INSTALLED.

4. METER SOCKETS MUST BE RINGLESS.

Life. Made better.”
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