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FINISHED GRADE

EXISTING MANHOLE \

ettt

RECONSTRUCT FLOW
CHANNEL AND BENCH OF
BRICK OR CONCRETE, AS
NECESSARY, TO
ACCOMODATE FORCE
MAIN

™\

= pIPE

EXISTING SEWER

I

REDUCER, AS
REQUIRED

10'-0" i

NOTES:

CONNECTOR PIPE TO
BE 2X FORCE MAIN DIA.

FORCEMAIN PIPE

—BREAKOUT OPENING IN EXISTING
MANHOLE AND INSTALL NEW FORCE

MAIN CONNECTION PIPE. SEAL
OPENING WITH NON-SHRINK GROUT.

1. PIPE OPENING FOR FORCE MAIN CONNECTOR PIPE SHALL BE AS NECESSARY FOR SIZE, LOCATION AND
INVERTS PROVIDED ON THE SITE PLANS.
2. FORCE MAIN PIPE SIZE AND MATERIAL AS INDICATED IN EUC STANDARDS.
3. EXISTING GRAVITY SEWER PIPE SIZE AND DEPTH AS INDICATED ON PLANS. CONTRACTOR TO VERIFY IN
FIELD AND NOTFY ENGINEER OF ANY DISCREPANCIES.

Life. Made better.”
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EASTON UTILITIES
STANDARD DETAILS

FORCE MAIN DISCHARGE
TO SEWER MANHOLE

ISSUED:
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STANDARD NO.: S$S-104.2




