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18" sQ.
CONCRETE COLLAR IN ALL: 4 1/4" SCREW TYPE VALVE
UNPAVED AREAS CAST IN BOX W/ ARCH BASE OR
PLACE. (USE FORMS FOR APPROVED EQUAL
STRAIGHT, CLEAN EDGE) '
FINISHED GRADE /{‘; *
: L 4"

[+

2" SERVICE PIPING

3-6" MIN. COVER

2" SERVICE PIPING

WATER MAIN

PEA GRAVEL

FORD BALL VALVE
#B11-777-NL OR
APPROVED EQUAL

— CORP STOP

SUPPORT ON (6) SOLID 4"
CONCRETE BLOCKS EVENLY
SPACED. COMPACT SUBBASE
UNDER BLOCKS TO 95%
MODIFIED PROCTOR.(TYP.)

NOTE:
VALVE BOX SHALL BE A 4 %“ PLASTIC VALVE BOX; MODEL P4B BY BINGHAM AND TAYLOR OR AN APPROVED EQUAL.

APPROVAL REVISED

] / EASTON UTILITIES
STANDARD DETAILS

EU ENGINEERING DEPARTMENT

//f//zgw CURB STOP AND BOX
Life. Made better.” | /PATE

ISSUED: JANUARY 2024 STANDARD NO.: W-103.3




